DOOR AND DRAWER STYLES

Index: Door and Drawer Style Section

Naples 2 3/4 - 903 ... D-79 Stanton Raised - 950............cccceciiiiiiie D-81
Naples 3 1/2-904......ccocciiiiiiiiiii D-79 Stanton Flat - 955, D-81
Sheridan, Narrow, Medium, Wide 735, 736, 737..D-79 Clairmont = 980 ... . oo D-81
Skyline - T4T . D-79 Bradford - 9871 ... D-81
Dayton - 151 i, D-79 SOhO Flat = 984 ..o D-81
Washington - 170 .........ccoviiiiiieiie D-79 Alcott Flat-992 . D-81
MISSION = 177 oo D-79 Stonewall = 995 ... D-81
Drawer - 5-Piece Beadboard (5) NEWPOTt = 996 ooorvvrrirr D-81
Mixed Beadboard - 76 ... D-79 Drawer - 5-Piece Applied Molding (19)
Mesa Beadboard - 703 ... D-79 Delano Flat with AMT - 38307 .......ccoooieiin, D-82
Shaker Beadboard - 720............... . D-79 Classic Raised with AM1T -8001...................... D-82
Stafford Beadboard - 920 .....coovooovoeeee . D-79 Beaded Raised with AM1 - 8101 .................. D-82
Salem Beadboard - 927......................... D-79 Shaker Beaded Raised with AM2 - 8402......... D-82
Drawer _ 5_P|ece RHISEd Panel (6) Shakerwﬁh AM15-9015 ................................. D-82
Classic Raised - 80" D-80 Spemal .Shaker vv|th.Al\/|12 -8912 .. D-82
Mixed Classic Raised - 92................................ D-80 Wide Stile Sh'aker WIth AMT5 - 9215 b-82
Shaker Classic Raised - 86 D-80 Cr'aftsm‘an with AM15 -T71615 D-82
Wide Stile Classic Raised - 87 D-80 Wide Stile Shgker yv|th AM1 -9201 ... D-82
Combo Classic Raised - 98.......cccooviiviie. D-80 Shaker QIassm R.alsed with AMT5 - 8615...... b-82
. . Wide Stile Flat with AM1 - 93071 ...................... D-82
Wilson Raised - 316 ... D-80 , , ‘
. i Combo Classic Raised with AM15 -9815....... D-82
Drawer - 5-Piece Beaded Raised (5) Shaker Beaded Raised with AM15 - 8415.......D-82
Beaded Raised - 81 ... D-80 Combo Beaded Raised with AM15 - 9915 ......D-82
Mixed Beaded Raised - 83 ... D-80 Wide Stile Flat with AM3 - 9303 ...................... D-83
Shaker Beaded Raised -84 .............ccooioi, D-80 Flat Panel with AM1 - 95071 ... ... ... . D-83
Wide Stile Beaded Riased - 88......................... D-80 Narrow Rail Shaker with AM1 - 96071 .............. D-83
Combo Beaded Raised - 99 ..., D-80 Narrow Rail Shaker with AM14 - 9614 ............ D-83
Drawer - 5-Piece Mitered ('| 0) Combo Beaded Raised with AM2 - 9902 ........ D-83
Sterling Raised - 940..........ccccooviiiiiiiii D-81
Sterling Flat - 945, D-81

Mortise and Tenoned Doors

Door, Drawer Front styles, and building techniques are subject to change without notice. Please read each door descrip-
tion for further details. Not all styles are available in all woods, finishes, heights or widths. Frame and panel doors are
mortise and tenoned, glued and fastened. Panels are pinned and buffered to allow for normal expansion.

Maximum Door Sizes

Width: Maximum single panel width is 25". Doors over 25" will become double paneled in width (NA on arched doors). To
override this size constraint, use SDPW single door panel width. No warranty on doors over 25". Single panel arched doors can-
not be built wider than 24". These include: #40000, #45000, #47500, etc.

Height: Maximum single panel height is 42”. Doors over 42" tall will become double paneled in height, this includes glass
and mullion doors. To override this size constraint, use SDPH single door panel height, this modification will void the warranty
on the door. Double paneled doors over 59 5/8" tall will not be covered under warranty. Doors 39 3/4" and up will receive
3 hinges per door unless MBD Mullion Door or GD Glass Door, then 4 hinges per door. The largest standard wall cabinet with a
single panel door is a 42" tall wall cabinet.
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Minimum Door Sizes

Minimum door sizes are listed on the page showing the door style. On many doors you will notice two minimum sizes listed. This
feature is offered to take into consideration the tall, narrow cabinets such as the W1236 and the wide, short cabinets such as the
W3612. Sizes that fall under the minimum width will have the stiles cut down if possible, otherwise they will be built as slab
doors, flat panel may be also be substituted when available. Rails cannot be cut down to keep 5-piece door style. These
substitutions will not be replaced under warranty. Doors and drawer fronts falling under the minimum will still be charged the
door/drawer front upcharge. These minimums are designed to allow our employees to safely produce your products.

Butt Door Policy

BUTT DOORS will have an 1/8" gap between the doors and no center stile. The pricing program will automatically default to
Butt Doors. Butt doors and drawer fronts will be added to all base, wall, and vanity cabinets 27"- 45" wide. Butt doors will
be standard on Tall Broom cabinets 27" — 39" wide. See individual cabinet descriptions for BD Butt Doors options on sizes
beyond these standards. Butt drawer fronts will keep the center stile for drawer guide function. To order a full width drawer
front and/or drawer add FF Full Front or SD Super Drawer to the end of the cabinet nomenclature. (Ex. SB36FF or B36SD)
When ordering wall, base and vanity cabinets that are under 24" wide and need butt doors, order the cabinet as the 24" BD
equivalent and reduce the width.

Beadboard Drawer Fronts

76, 703, 720, 920, 921, and 994 drawer fronts feature a 720-beadboard center panel with vertical beads and graining. We
make no attempt to line the beads up between the doors and drawer fronts. When ordering, consider using the MFD Multi-
Drawer Front option. Due to their extreme panel width, drawer fronts over 24" wide will not be covered under warranty for
warping and split panels.

Narrow Rail 5-Piece Drawer Fronts

Drawer fronts with narrow rails can be modified to increase the height of the top and bottom rail to 2 1/4", 2 3/4" or 3 1/2"
on larger drawer fronts by using the MDFSB Modify Drawer Front Stile Bottom, MDFSM Modify Drawer Front Stile Middle or MDFST
Modify Drawer Front Stile Top modification. Drawer fronts will be subject to the minimum door size when using these
modifications. See the Accessories and Modifications section for more details. Drawer fronts with narrow 1 1/4" rails, such
as the #80, cannot be used in conjunction with the #35, #66 or #67 edge profiles.

One-Piece Door and Drawer Fronts

Available in selected styles only; see the One-Piece MDF door and drawer front series sections. These doors and fronts are
made of MDF and are available in the solid painted finishes only can also add glazes; shown in the LOC Library of Color book.
Not available with applied moldings or the #13, #60, #66 or #67 door edges. When using glass or mullion doors, the door
frame will be built like its 5-piece counterpart. This will result in seams at the rail and stile joints.

Metal Doors

Available in four door frame profiles with mid or wide rails and stiles. Not for use with pocket doors. Finger pulls
are highly recommended as tempered glass cannot be drilled through for insert mounted handles. Finger pulls
will always be shipped loose for job site installation. See Metal Doors in the Accessories and Modifications sec-
tion page A-29 for more details.

Mitered Doors

Our mitered doors are available in all wood species with the exception of Hickory and Craftwood One-Piece MDF. These door
styles come with a dedicated edge that cannot be altered. Mitered doors are fastened using a mortise and tenon joint and
panels are buffered to allow for expansion. Doors can be attached to a 3/4" panel substrate or finished cabinet end to be
used in place of a loose or integrated "wainscot" RPB Raised Panel Back panel.

Plywood Panel Doors

#15100, #17000, #17700, and #74100 doors are not as stable as solid panel doors and may experience warping of up to
1/4". These doors also stain differently and the veneer seams may show through on painted finishes. The backs of the
panels may have large unfilled knots. Plywood panel doors are NOT available in the following: Knotty or Rustic wood, Maple
wood, Painted finishes, or Unfinished on Paintgrade or MDF wood.
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Applied Molding Doors and Drawer Fronts

= The applied molding upcharge is per door and drawer front and is included in the door and drawer front upcharge
when using an applied molding style listed in the catalog such as the #30001 or #9303. Any doors or drawer fronts
that fall below minimum will still incur the applied molding door charge.

= The last two digits of the five digit door or four digit drawer front number signify the applied molding style. For
example, the #30001 is the #30000 door including AM1 and #9303 is the #93 drawer front including AMS3.

= Applied moldings are not available on raised panel valances, or arched doors.

= AM1, AM2, AM3, AM12, AM14, and AM15 which is applied to the face of the rails and stiles, making the door over
1" thick, will not work on pocket doors. If ordered, pocket doors will be built without the applied molding and the
charges will still apply.

= AM1 and AM15, which is applied to the face of the rails and stiles, will not work when ordered with 5-piece style
drawer fronts that have narrow 1 1/4" wide rails with a #15, #35, #66, #67 or #70 edge treatment.

= AM2, which is applied to the face of the rails and stiles, will not work when ordered with 5-piece style drawer fronts
that have narrow 1 1/4" wide rails with a #35, #66 or #67 edge treatment.

= AM3, which is applied to the face of the rails and stiles, will not work when ordered with 5-piece style drawer fronts
that have 2 1/4" wide rails with a #35 edge treatment.

= AM2 is designed to be used with a raised panel door style.

= In some cases fillers should be used in conjunction with applied molding doors to ensure doors and/or drawers can
clear adjacent cabinets or walls.

= To add applied molding to doors not shown or listed, please call your Customer Care Specialist for availability.

Drawer Front Information

All drawer fronts are 3/4" thick with the exception of some Applied Molding Series fronts and the #25 slab front.

Warped Door Policy

Doors that are warped 1/4" or less must be adjusted at the hinge. Doors that are warped over 1/4" must be adjusted as much
as possible and allowed to undergo one heating and cooling cycle before replacement will be considered. If cabinetry is
delivered in cool weather, it must be given sufficient time to acclimate to a warm house, and vice versa. Over time, some
cabinets doors will warp due to extremes in temperature and humidity. R.D. Henry & Co. Inc., requires a relative humidity level
of 25% to 55% be maintained in the residence to avoid these problems. In most situations, the door will return to its normal
position after going through the heating/cooling cycle.

When requesting a replacement, check to ensure that the door is warped instead of the cabinet being racked out of square
during installation. In the interim, solid brass ball catches will be provided at no charge to pull the door tight against the cabi-
net. The catch has an adjustable tension feature, is easy to install, and is designed for use on all doors.

Specialty Doors and Drawer Fronts

Specialty doors and fronts are available from outside sources with prior engineering approval. Call for pricing and availability.
Expect extended lead times and limitations to the warranty of the doors.
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